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BEVEL TOP

2X4 RAIL

1X4 RAIL

1X6 BOARDS

2X4 RAIL

1X4 RAIL

2
" 
±

4
' 
- 

0
"

1
 1

/2
"

1
 1

/2
"

CAP

Fence Detail Top View

 3/4" = 1'-0"

Fence Section

1X6 (NOM) WOOD BOARDS

STEEL POST

WOOD BOARD WRAP

8'-0" MAX O.C. POSTS

1½"=1'-0"

• CUSTOM BUILT ON THE JOBSITE

• INSTALLED WITH STEEL C-POSTS DRIVEN APPROX. 4' INTO

GROUND

•INSTALLED WITH METAL BRACKETS THAT ATTACH TO POST

AND SCREW INTO STRINGERS

•MAX HEIGHT 4'-0"

•

 

STYLE MUST BE IN WOOD

4x4 treated wood post may be substituted for steel c-post

MANDATORY COLORS (NO VARIANCE WILL BE ALLOWED)

not required to buy Hallman Lindsay, but color must match

MANDATORY COLORS (NO VARIANCE WILL BE ALLOWED)

not required to buy Hallman Lindsay, but color must match

MANDATORY COLORS (NO VARIANCE WILL BE ALLOWED)

• SSSTTTAAAIIINNN///PPPAAAIIINNNTTT   CCCOOOLLLOOORRR:::   """JJJEEERRRSSSEEEYYY   SSSPPPOOOTTT"""   bbbyyy   HHHAAALLLLLLMMMAAANNN

LLLIIINNNDDDSSSAAAYYY

not required to buy Hallman Lindsay, but color must match

NOTE:

*

*

*

BIRCHWOOD POINT
4' WOOD 
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(Exhibit E) PVC 
Washington 

96.5" (POST CENTERS) -----1 

4' Tall 2" Spaced 6" VVide Piciket 

2" t 

5-1/2"

48" 

3511 

4611 

. J 5-1/2'

I 6" 

2" Galvanized 

Round Steel 
Schedule 40 
Commercial 
Grade Posts 
Pneumatically 

Driven. 

Custom 

Package 

, 
1-1/2" x 5-1/2" x 95-3/4" S"xS" New England Cap ,-= 

T2"

----,---,,-.--T� r-'11T"""TI--,IT"""TT--Yr-1TT"""l1ri== � 
I 

)., J, • 

X 

-"'-------t----1 
�,' 3.295" End Spacing 1.8" Picket Spacing 

I. 

S11xS11 -L..-

Galvanized Metal Insert in bottom channel 

of bottom rail to prevent sag over time. 

6"x6" 
Metal Bracket 

2"' Gatv. Post 

Ro.iii tett o,n lop 
of MetaJ 8, acket 

!POST:!
5" x 5" x 54" Routed Post 

5" x 5" New England Style 

!RAIL:!
1·1/2" x S·l/2" x94·1/2" Top & Bottom 

Bottom Rail Aluminum Insert 

!PICKET:!
12 per section· 3/4" x 5·3/4" x 37-1/2" 

/ 

t 0"-2"Grade 

6"minimum 
in ground 

48" Post Depth 
Underground 

BIRCHWOOD POINT
 4' VINYL

MANDATORY REQUIREMENTS (NO VARIANCE WILL BE

ALLOWED)

• FENCE MUST BE VINYL

• VINYL COLOR:  ALMOND (PREVIOUSLY SANDSTONE)

• FENCE STYLE IS THE WASHINGTON

NOTE:

kdenoyer
Rectangle
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2X4 RAIL

Fence Detail Top View

 3/4" = 1'-0"

Fence ALT Section

1X6 (NOM) WOOD BOARDS

STEEL POST

WOOD BOARD WRAP

8'-0" MAX O.C. POSTS

1½"=1'-0"

•

 

STYLE MUST BE IN WOOD

6x6 treated wood post may be substituted for steel c-post

*

• CUSTOM BUILT ON THE JOBSITE

• INSTALLED WITH STEEL C-POSTS DRIVEN APPROX. 4' INTO

GROUND*

• INSTALLED WITH METAL BRACKETS THAT ATTACH TO POST

AND SCREW INTO STRINGERS

• MAX HEIGHT 5'-0"

*
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BIRCHWOOD POINT
5' WOOD
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BIRCHWOOD POINT
5' VINYL

MANDATORY REQUIREMENTS (NO VARIANCE WILL BE

ALLOWED)

• FENCE MUST BE VINYL

• VINYL COLOR:  ALMOND (PREVIOUSLY SANDSTONE)

• FENCE STYLE IS THE ABIGAIL

NOTE:
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